ETMII electronic controller

The display shows: operating pressure,

load/total working hours, idle/load status,

oil temperature.
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The Poly-V belt drive ensures a long useful
life and minimal maintenance interventions.
Ventilation is independent of the electric
motor.

Fast and convenient ordinary maintenance
thanks to the easy accessibility of internal
components.
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Dryer module

Dryer module available on

the on-tank models (ES).
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Ball tap
easier condensation

drainage
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Easy to transport

The lifting bars placed at the base of the
tank (both front and rear), facilitate its
lifting and transport.

High performances FS26TF air-end | N |
Air-end, intake regulator, separator block

and minimum pressure valve of our design

and manufacturing, Made in ltaly.

www.shamalcompressors.com
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Code A'.r Power
receiver
) kW | HP

STORM 8-11-15 with FS26TF screw unit

Il Floor mounted

Air delivered

Max.

pressure

Sound | Connec-

Net
dimensions

LxWxH (cm)

Gross
dimensions

LxWxH (cm)

STORM 8-08 V60NG92SHA772 - 751101250 | 75 | 441 | 8 | 116 68 34" | 205 | 452 | 82x68x98 | 219 | 483 | 94x77x115
STORM 8-10 V60NH92SHA772 - 7510|1000 | 60 | 353 | 10 | 145 68 3/4" 205 | 452 82x68x98 | 219 | 483 94x77x115
STORM 8-13 V60NI92SHA772 - 75110 | 750 | 45 | 265 | 13 | 189 68 3/4" | 205 | 452 | 82x68x98 | 219 | 483 94x77x115
STORM 11-08 V60NL92SHA772 - 11 [ 15(1650 | 99 | 582 | 8 | 116 69 3/4" 216 | 476 82x68x98 | 230 | 507 94x77x115
STORM 11-10 V60NM92SHA772 - 11 [ 151500 | 90 | 53 | 10 | 145 69 3/4" 216 | 476 82x68x98 | 230 | 507 94x77x115
STORM 11-13 V60NN92SHA772 - 11 | 15| 1100 | 66 | 38.8 | 13 | 189 69 3/4" | 216 | 476 | 82x68x98 | 230 | 507 | 94x77x115
STORM 15-08 V60NP92SHA772 - 15120 | 2150 [ 129 | 759 | 8 | 116 70 3/4" 220 | 485 82x68x98 | 234 | 516 94x77x115
STORM 15-10 V60NQ92SHA772 - 15 [ 20 | 1850 | 111 | 65.3 | 10 | 145 70 3/4" | 220 | 485 | 82x68x98 | 234 | 516 | 94x77x115
STORM 15-13 V60NR92SHA772 - 15120 | 1500 | 90 | 53 | 13 | 189 70 3/4" 220 | 485 82x68x98 | 234 | 516 94x77x115
E Tank-mounted

STORM 8-08-270 VI1NGI2SHA772 | 270 |75 |10 | 1250 | 75 | 441 | 8 | 116 68 3/4" | 288 | 635 | 156x68x151 | 318 | 701 | 172x75x176
STORM 8-10-270 V91NH92SHA772 | 270 |75 | 10 | 1000 | 60 | 353 | 10 | 145 68 3/4" 288 | 635 | 156x68x151 | 318 | 701 172x75x176
STORM 8-13-270 VI1NI92SHA772 270 | 75110 | 750 | 45 | 265 | 13 | 189 68 3/4" | 337 | 743 | 156x68x151 | 367 | 809 | 172x75x176
STORM 8-08-500 V83NGI2SHA772 | 500 | 75|10 | 1250 | 75 | 441 | 8 | 116 68 34" | 355 | 782 | 200x68x163 | 395 | 871 | 206.5x80x185
STORM 8-10-500 V83NH92SHA772 | 500 |75 | 10 | 1000 | 60 | 353 | 10 | 145 68 3/4" 355 | 782 | 200x68x163 | 395 | 871 | 206.5x80x185
STORM 8-13-500 V83NI92SHA772 500 |[75]10 | 750 | 45 | 265 | 13 | 189 68 3/4" | 387 | 853 | 200x68x163 | 427 | 941 | 206.5x80x185
STORM 11-08-270 VI1NL92SHA772 270 11 [ 15]1650 | 99 | 58.2 | 8 | 116 69 3/4" 302 | 666 | 156x68x151 | 332 | 732 | 172x75x176
STORM 11-10-270 VO1NM92SHA772 | 270 | 11 | 15| 1500 | 90 | 53 | 10 | 145 69 3/4" | 302 | 666 | 156x68x151 | 332 | 732 | 172x75x176
STORM 11-13-270 VI1NN92SHA772 | 270 11 | 15| 1100 | 66 | 38.8 | 13 | 189 69 3/4" 351 | 774 | 156x68x151 | 381 | 840 | 172x75x176
STORM 11-08-500 V83NL92SHA772 | 500 11 [ 15]1650 | 99 | 582 | 8 | 116 69 3/4" 369 | 813 | 200x68x163 | 409 | 901 | 206.5x80x185
STORM 11-10-500 V83NM92SHA772 | 500 | 11 | 15| 1500 | 90 | 53 | 10 | 145 69 3/4" | 369 | 813 | 200x68x163 | 409 | 901 | 206.5x80x185
STORM 11-13-500 V83NN92SHA772 | 500 | 11 | 15| 1100 | 66 | 38.8 | 13 | 189 69 3/4" | 401 | 884 | 200x68x163 | 441 | 972 | 206.5x80x185
STORM 15-08-500 V83NP92SHA772 | 500 15120 | 2150 {129 | 759 | 8 | 116 70 3/4" 383 | 844 | 200x68x163 | 423 | 932 | 206.5x80x185
STORM 15-10-500 V83NQ92SHA772 | 500 | 15 | 20 | 1850 | 111 | 65.3 | 10 | 145 70 3/4" 383 | 844 | 200x68x163 | 423 | 932 | 206.5x80x185
STORM 15-13-500 V83NR92SHA772 | 500 15120 | 1500 | 90 | 53 | 13 | 189 70 3/4" 415 | 915 | 200x68x163 | 455 | 1003 | 206.5x80x185
E Tank-mounted with dryer

STORM 8-08-270 ES | V91NG92SHA872 | 270 | 75|10 | 1250 | 75 | 441 | 8 | 116 68 1" 315 | 694 | 156x68x151 | 345 | 760 | 172x75x176
STORM 8-10-270 ES | VO1NH92SHA872 | 270 | 7.5 | 10 | 1000 | 60 | 353 | 10 | 145 68 1" 315 | 694 | 156x68x151 | 345 | 760 | 172x75x176
STORM 8-13-270 ES V91NI92SHA872 270 | 75| 10| 750 | 45 | 26,5 | 13 | 189 68 1" 364 | 802 | 156x68x151 | 394 | 868 | 172x75x176
STORM 8-08-500 ES | V83NG92SHA872 | 500 | 75|10 | 1250 | 75 | 441 | 8 | 116 68 1" 382 | 842 | 200x68x163 | 422 | 930 | 206.5x80x185
STORM 8-10-500 ES | V83NH92SHA872 | 500 | 7.5 | 10 [ 1000 | 60 | 353 | 10 | 145 68 1" 382 | 842 | 200x68x163 | 422 | 930 | 206.5x80x185
STORM 8-13-500 ES V83NI92SHA872 500 75| 10| 750 | 45 | 26,5 | 13 | 189 68 1" 414 1 912 | 200x68x163 | 454 | 1001 | 206.5x80x185
STORM 11-08-270 ES | V91NL92SHA872 | 270 | 11 | 15| 1650 | 99 | 582 | 8 | 116 69 1" 329 | 725 | 156x68x151 | 359 | 791 | 172x75x176
STORM 11-10-270 ES | V9OINM92SHA872 | 270 11 [ 15{1500 | 90 | 53 | 10 | 145 69 1" 329 | 725 | 156x68x151 | 359 | 791 172x75x176
STORM 11-13-270 ES | V91NN92SHA872 | 270 | 11 | 15| 1100 | 66 | 38.8 | 13 | 189 69 1" 378 | 833 | 156x68x151 | 408 | 899 | 172x75x176
STORM 11-08-500 ES | V83NL92SHA872 | 500 | 11 |15 | 1650 | 99 | 582 | 8 | 116 69 1" 396 | 873 | 200x68x163 | 436 | 961 | 206.5x80x185
STORM 11-10-500 ES | VB3NM92SHA872 | 500 11 [ 15{1500 | 90 | 53 | 10 | 145 69 1" 396 | 873 | 200x68x163 | 436 | 961 | 206.5x80x185
STORM 11-13-500 ES | V83NN92SHA872 | 500 | 11 | 15 | 1100 | 66 | 38.8 | 13 | 189 69 1" 428 | 943 | 200x68x163 | 468 | 1031 | 206.5x80x185
STORM 15-08-500 ES | V83NP92SHA872 | 500 | 15 | 20 | 2150 | 129 | 759 | 8 | 116 70 1" 412 | 908 | 200x68x163 | 452 | 996 | 206.5x80x185
STORM 15-10-500 ES | V83NQ92SHA872 | 500 15 120 | 1850 | 111 | 65.3 | 10 | 145 70 1" 412 | 908 | 200x68x163 | 452 | 996 | 206.5x80x185
STORM 15-13-500 ES | V83NR92SHA872 | 500 | 15 | 20 | 1500 | 90 | 53 | 13 | 189 70 1" 444 | 979 | 200x68x163 | 484 | 1067 | 206.5x80x185

Air supplied measured at 7.5 - 9.5 - 12.5 bar at the compressor outlet, as required by ISO 1217 annex C. + 3 dB(A) and as required by PNEUROP/CAGI PN-NTC 2.3.
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